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Quick Start Guide

Switch off & on

Switch off

OFF

ON

COUNTDOWN (3 - 2 - 1 - 0)Hold 
down

DEPTH

until instrument switches off (approx.  8 seconds)

D8346-1

Switch on

OFF ON

D8345-1

Hold down for 
1 second

DEPTH

Note: 
When power is first applied, the instrument powers up in the ON 
condition. You do not need to use the DEPTH button to switch it on.

ST60+ Tridata 
Instrument

1 second

Times out to normal operation after 7 seconds

Adjust 
backlighting Hold down

D8347-1

DEPTH

DEPTHDEPTH

DEPTHDEPTH

DEPTH

DEPTH

Times out to normal 
operation after 7 
seconds

Adjust 
contrast

2 seconds
Hold down

D8349-1

DEPTH

DEPTH

DEPTH

DEPTH

DEPTH

ST60+ TRIDATA

D8
34

2-
1

DEPTH SPEED TRIP RESET

Adjust backlighting & contrast



Crop

CropCrop
Crop

Crop

CropCrop

Crop

Fold

Fold

Fold

Fold

+

When resettable 
data are displayed, 

hold down for 3 
seconds to reset the 

displayed data.

RESET

TRIPSPEED

D8339-1

Resets to current boat speed

Resets to zero

Resets to counter start value 
(default = 4 minutes)

Resets to zero

Speed & VMG information

DEPTH

Boat speed

Maximum
speed

VMG to
windward

Average 
speed

Water
temperature

Count-up 
timer

Race start timer 1

Resets to counter start value 
(default = 5 minutes)

Race start timer 2

Maximum speed

Average speed

Count-up timer

Deep
alarm 
threshold

Anchor 
deep 
alarm 
threshold

Anchor 
shallow 
alarm 
threshold

Current depth

Shallow 
alarm 
threshold

Selects depth and depth 
alarm information.

Also gives access to 
backlight adjust, contrast 
adjust and power on/off 
modes (see overleaf).

Selects water temperature, 
timers, log and trip values

3 s

3 s

3 s

3 s

3 s

Trip

Race start
timer 1

Race start
timer 2

Log

DEPTH SPEED TRIP RESET

TRIDATA

DEPTH

DEPTH

SPEED

SPEED

TRIP

TRIP

RESET

RESET

RESET

RESET

RESET

General operation


